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Title 13, California Code of Regulations,
Chapter 6.5. Motor Carrier Safety

Article 1. Definitionsand General Provisions
8§ 1201. Definitions.

The following terms are defined for purposes of ithapter:

(a) Adverse driving conditions. Snow, sleet, fother adverse weather conditions, a highway
covered with snow or ice, or unusual road anditrafbnditions, none of which were apparent on
the basis of information known to the person dislpiaig the run at the time it was begun.

(b) Bus. Every motor vehicle defined in Vehiclededections 233, and 545(k), and every
school bus, school pupil activity bus, youth bugj &rm labor bus. Bus “type” is determined as
follows:

(1) Type 1. Designed for carrying more than 16pagers and the driver.

(2) Type 2. Designed for carrying not more tharpaésengers and the driver; or manufactured
on or after April 1, 1977, having a manufacturgrsss vehicle weight rating of 10,000 Ib or
less, and designed for carrying not more than 28qragers and the driver.

(c) Chassis. Motor vehicle chassis as defineciedy of Automotive Engineers (SAE)
Standard J687c, June 1972.

(d) Co-driver. A driver teamed with another driver the purpose of alternating driving duties
during a trip. While one drives, the other ordilyarests in a sleeper berth. Both driver and co-
driver maintain separate driver's records of dtayus pursuant to Section 1213 of this title.

(e) Commercial Motor Vehicle. Any vehicle or comdtion of vehicles as defined in Vehicle
Code Section 15210(b)(1).

() Commissioner. Commissioner of the Departmérihe California Highway Patrol.

(g) Department. Department of the California HigiywPatrol.



(h) Drive or Operate. These terms include all tspent at the driving controls of a motor
vehicle in operation.

(i) Driver. Any person, including the owner-driyevho drives any motor vehicle subject to this
chapter, and any person, whether driving for corapgon or not, who is under the direct control
of and drives for a motor carrier.

(j) Driver-salesperson. Any employee who is emptbgolely as such by a private carrier of
property by motor vehicle, who is engaged botheilirgy goods, services, or the use of goods,
and in delivering by commercial motor vehicle tlwdds sold or provided or upon which the
services are performed, who does so entirely wiihiadius of 100 miles of the point at which
the driver reports for duty, who devotes not mbent50 percent of his/her hours on duty to
driving time. The term “selling goods” for purpasef this section shall include in all cases
solicitation or obtaining of reorders or new acdsyand may also include other selling or
merchandising activities designed to retain theauaser or to increase the sale of goods or
services, in addition to solicitation or obtainioigreorders or new accounts.

(k) Driving Time. Means all time spent at the dnty controls of a commercial motor vehicle in
operation.

() Eight Consecutive Days. The period of 8 consize days beginning on any day at the time
designated by the motor carrier for a 24-hour gerio

(m) FMVSS. Federal Motor Vehicle Safety Standard{®ffect at the time the vehicle or
component is manufactured.

(n) GPPV--General Public Paratransit Vehicle. Amyton vehicle specified in Vehicle Code
Section 336.

(o) Interstate Driver. Interstate driver meansdheer of a vehicle engaged in interstate
commerce as defined in 49 CFR, Section 390.5,@®ethegulations now exist or are hereafter
amended.

(p) Intrastate Driver. Intrastate driver meansiaall engaged in trade, traffic, or transportation
not described in the term “interstate driver.”

(q) Manufacturer of the Chassis. The original nfacturer of the chassis or the manufacturer of
any integral type of school bus.

(r) Modified Limousine. Any vehicle as defined\iehicle Code Section 378(b).

(1) For the purpose of this chapter, the phrasafiyamount sufficient to accommodate
additional passengers,” contained in Vehicle CoeletiSn 378(b), has the following meaning:
The overall wheelbase of the vehicle measured tlanvertical centerline of the foremost axle
to the vertical centerline of the rearmost axleeexts the original equipment manufacturer’s
published wheelbase dimension for the base modkyear of the vehicle by 13 inches or more,
or when installed seating positions are increaseshie or more.

(2) Specific indicia may be utilized by Califorritighway Patrol, California Public Utilities
Commission, or other law enforcement agency perddormake a determination whether a
vehicle meets the definition referenced in Sec{r@n Specific indicia includes, but is not limited
to, a review of the passenger seating capacity,ledspiired to be displayed by Federal Motor
Vehicle Safety Standard (FMVSS) 110. In the evkatrequired label is missing or illegible, the
display of a manufacturer label, required by theM3% indicating the vehicle was manufactured
in two or more stages which includes the designs¢ading capacity, is the definitive indicator.
(3) In the event any or all required labels aresinig or rendered illegible, articulable proof the
vehicle may, in any manner, accommodate more pgssethan the base model of the vehicle
as advertised by the original equipment manufactgrell substantiate a determination the




vehicle has been modified or extended to increasgth in an amount sufficient to
accommodate additional passengers. This arti@iiatdlof may include, but not be limited, to a
determination made based on the number of instalating positions or the installation of seat
belts or shoulder restraints.

{)(s) Motor Carrier or Carrier. The registerednan, lessee, licensee, school district
superintendent, or bailee of any vehicle who ogsrat directs the operations of any such
vehicle on either a for-hire or not-for-hire badibe terms “motor carrier” and “carrier” may be
used interchangeably in this chapter.

{s)(t) Multiple Stops. All stops made in any onkage, town, or city may be computed as one.
& (u) On-duty Time. All time from the time a dewbegins to work, or is required to be in
readiness to work, until the time the driver isened from work and all responsibility for
performing work. On-duty time shall include:

(1) All time at a carrier or shipper plant, termjrfacility, or other property, or on any public
property, waiting to be dispatched, unless theaihas been relieved from duty by the motor
carrier;

(2) All time inspecting, servicing, or conditionirgy vehicle;

(3) All “driving time” as defined in this section;

(4) All time, other than driving time, in or uponyamotor vehicle, except time spent resting in a
sleeper berth as defined by the term “sleeper barithis section;

(5) All time loading or unloading a vehicle, supsimg, or assisting in the loading or unloading,
attending a vehicle being loaded or unloaded, remg@iin readiness to operate the vehicle, or in
giving or receiving receipts for shipments loadedimioaded;

(6) All time spent complying with driver requirentenmelating to accidents;

(7) All time repairing, obtaining assistance, anegning in attendance in or about a disabled
vehicle;

(8) All time spent providing a breath sample onarspecimen, including travel time to and from
the collection site, in order to comply with th@dam, reasonable suspicion, post accident, or
follow-up testing required by 49 CFR Part 382, whéected by a motor carrier;

(9) Performing any other work in the capacity afjrothe employ or service of, a common,
contract or private motor carrier; and

(10) Performing any compensated work for any nommoéarrier entity.

(V) PAB - Pupil Activity Bus. For the purposéthis Chapter, any motor vehicle specified in
Vehicle Code Section 545(k).

&(w) Pupil Transportation. The transportatioraofy pupil enrolled in a public or private
school at or below the twelfth-grade level to @nfrschool in a school bus, to or from a school
activity in a school bus, PAB, or SPAB, from a sahto a nonschool-related activity within 25
miles of the school in a youth bus, or the trantgimm of any student enrolled in a community
college to or from the community college or a cgpdectivity, in a vehicle designated as a
school bus by resolution of the governing boardpant to Vehicle Code Section 545(g), and
certified by the department.

f)(x) SPAB -School Pupil Activity Bus. Any moteehicle specified in Vehicle Code Section
546.

©9(y) School District Superintendent. This termacsimilar phrase includes county
superintendent of schools and the equivalent effizi a private or public school that does not
have a school district superintendent.




&9(z) Seven Consecutive Days. The period of &Beountive days beginning on any day at the
time designated by the motor carrier for a 24-hmeriod.

&)(aa) Sleeper Berth. A berth conforming to thguirements of Section 1265.

{aa)(bb) Supporting Documents. Supporting documarg the records of a motor carrier which
are maintained in the ordinary course of busindssiwmay be used to verify the information
recorded on drivers' records of duty status. Exasware: bills of lading, carrier pros, freight
bills, dispatch records, driver call-in recordstegaecord receipts, weight/scale tickets, fuel
receipts, fuel billing statements, toll receiptgernational registration plan receipts, internadio
fuel tax agreement receipts, trip permits, poremfy receipts, cash advance receipts, delivery
receipts, lumper receipts, interchange and inspecgports, lessor settlement sheets, over/short
and damage reports, agricultural inspection rep@asnmercial Vehicle Safety Alliance reports,
accident reports, telephone billing statementsjitoard receipts, driver fax reports, on-board
computer reports, border crossing reports, custechadations, traffic citations,
overweight/oversize reports and citations, andifbelodocuments directly related to the motor
carrier's operation, which are retained by the moaorier in connection with the operation of its
transportation business. Supporting documentsin@dyde other documents which the motor
carrier maintains and which can be used to venfgrmation on drivers' records of duty status.
{bb)(cc) Trailer-bus. A trailer or semi-trailersigned or used for the transportation of more than
10 persons.

{ee)(dd) Truck. All motortrucks and truck tract@ecified in Vehicle Code Section 34500.
dd)(ee) Twenty-four Hour Period. Any 24-conseegerthour period beginning at the time
designated by the motor carrier for the terminairfrwhich the driver is normally dispatched.
{ee)(ff) Wheelchair. A specially constructed devan wheels used exclusively to transport a
physically handicapped person except infant seates, strollers, and gurneys.

&H5{gg) Wheelchair School Bus. Any school bustthas been designed or modified in
accordance with Section 1293 of this title to tors pupils confined to wheelchairs.

tge(hh) Work Period. The duration between theetenrdriver first reports for duty and the time
a driver is completely relieved of all duties asgermitted to go off duty for eight consecutive
hours for bus drivers or ten consecutive hourdrfak drivers. The terms “work period” and
“tour of duty” have the same meaning.

Note: Authority cited: Sections 31401, 34501, 345084508 and 34520, Vehicle Code; and
Section 39831, Education Code. Reference: SeciBBs378, 545, 546, 27375, 31401, 34501,
34501.2, 34501.5, 34508 and 34520, Vehicle Cod#Sattion 39831, Education Code.

Article 3. General Driving Requirements
§1217. Transportation of Passengers.

No driver shall drive a vehicle transporting pagges in violation of the following provisions:

(a) Seating Capacity. Except as provided in sulmele), the number of passengers (excluding
infants in arms) shall not exceed the number &f safl adequate seating spaces, or for school
buses, school pupil activity buses, youth buses famm labor vehicles, the number of
passengers specified by the seating capacity raghtprth in the departmental Vehicle
Inspection Approval Certificate.



(b) Weight. No more passengers shall be transpdintn the number whose weight, in addition
to the weight of any property transported, candreed without exceeding the manufacturer's
maximum gross vehicle weight rating or the combimeakimum rating of the tires supporting
each axle.

(c) Step Wells. Passengers shall not be permittéte front step well of any bus while the
vehicle is in motion.

(d) Seat Beside Driver. No more than two pupiklidhe allowed to occupy the seating space
beside the driver of a Type 2 school bus.

(e) Standing Passengers. A vehicle shall not b&puotion until all passengers are seated, and
all passengers must remain seated while the velBiaglemotion. Standing passengers are
permitted only on a bus (except a school bus, SPABouth bus) operated in regularly
scheduled passenger stage service or urban anthantservice by a common carrier or
publicly-owned transit system, and equipped witltbgnandles or other means of support for
standing passengers, and constructed so that is¢aratim in the aisle is at least 74 in. high.

() Open Doors. While passengers are aboard, igleethall not be put in motion until the doors
are closed. The doors shall not be opened umtivéhicle is stopped. The doors of a school bus
shall be closed while the bus is in motion, whethramot there are passengers in the school bus.
(g) Emergency Exits. While a passenger is abaardhus or modified limousine shall be put in
motion with any emergency exit locked or otherwaseured against being opened from the
inside. While a passenger is aboard, no_bus oifraddimousine, equipped with emergency
exits that are designed to be opened from thedwrytshall be put in motion with such
emergency exits locked or otherwise secured agb@isy opened from either the outside or the
inside. This paragraph shall not apply to busesaipd by or under contract to law enforcement
agencies while transporting persons in police aysto

(h) Interior Lighting. During darkness, the drivarall ensure that the interior lighting is
sufficient for passengers to enter and exit sadaly whenever otherwise deemed necessary.

() Ejection of Pupils. The driver of a school bysuth bus, or SPAB shall not eject any school
pupil unless the pupil is given into the custodywagdarent or any person designated by the parent
or school.

() Ejection of Pupils. The driver of a PAB shafit eject any school pupil unless the pupil is
given into the custody of a parent or any persaigihated by the parent.

(k) Exemptions. The provisions of subsectionsafa) (e) shall not apply to persons testing or
training a driver, maintenance personnel, a salesamufacturers' representative, or an adult
acting upon a request by a school bus or SPAB dtoveupervise or assist a pupil.

Note: Authority-and-reference cited: Sections 343875, 31401, 34500, 34501, 34501.5 and
34508, Vehicle Coderand-Section-38047-Educatioshe(Reference: Sections 27375, 31401,
34501 and 34501.5, Vehicle Code.

Article 6. Carrier Requirements
§1232. Vehiclelnspection and M aintenance.

The following provisions apply to the inspectiordanaintenance of vehicles subject to this
chapter.



(a) Preventive Maintenance. Motor carriers shadluge that all vehicles subject to their control,
and all required accessories on the vehicles,eapgarly and systematically inspected,
maintained, and lubricated to ensure they arefmaad proper operating condition. The
carriers shall have a means of indicating the tyjésspection, maintenance, and lubrication
operations to be performed on each vehicle anddke or mileage when these operations are
due. The inspection required by this subsectionase in depth than the daily inspection
performed by the driver. Motor carriers shall e@estompliance with this subsection when a
vehicle is assigned away from the carrier's regmaintenance facility for periods exceeding
normal inspection, maintenance, and lubricatioaridls.

(1) Emergency exits. If equipped, push-out windowsf exits, emergency doors, and
emergency exit marking lights shall be inspectdéadt every 90 days, inspections shall be
documented, and inspection documentation shaktaéned, in accordance with requirements
contained in 49 CFR 396.3 as published Decembe2dd8, which are hereby incorporated by
this reference.

(b) Periodic Preventive Maintenance Inspectionhddtbus, SPAB, PAB, and GPPV carriers
shall ensure every bus is inspected every 3,008smoil 45 calendar days, whichever occurs first;
or more often if necessary to ensure safe operaBBuses out of service exceeding 45 calendar
days need not be inspected at 45-day intervalsjged they are inspected prior to being placed
back into service.

This periodic inspection shall at a minimum cover:

(1) Brake adjustment

(2) Brake system leaks

(3) Two-way check valve in dual air systems, akdety draining and recharging primary and
secondary air reservoirs

(4) All tank mounting brackets

(5) All belts and hoses for wear

(6) Tires and wheels

(7) Steering and suspension

(c) Oil or Grease Accumulations. Excessive amoahtgease or oil on the vehicle shall be
removed and their cause corrected.

(d) Cleanliness of Buses. Every bus shall be kkgatn and free of litter.

(e) Inspector Qualifications. Motor carriers staibure that individuals performing inspections,
maintenance, repairs or service to the brakesakebsystems of vehicles subject to this chapter
are qualified in accordance with 49 CFR 396.25 [jgshbd October 1, 2006).

Note: Authority cited: Sections 2807.2, 27375, 31481501 and 34501.5, Vehicle Code.
Reference: Sections 545, 2807.2, 27375, 31401,13460 34501.5, Vehicle Code.
Article 8. General Equipment Requirements

§ 1242. Fire Extinguishers.

Every motor vehicle or combination of vehicles (eptcthose otherwise specified below) shall
be equipped with one fully charged fire extingurshaving at least a 4B:C rating.



(a) Approvals. Each fire extinguisher shall hagermrated and labeled by one of the following
test labs approved by the State Fire Marshal taatas label portable fire extinguishers for sale
in California.

(1) Underwriter's Laboratories, Northbrook, lllisoiAll sizes and classifications.

(2) Factory Mutual Research Corporation, Norwoodsbkachusetts. Sizes 10B:C, 1A 10B:C,
2A 40B:C, 3A 40B:C, and 4A 80B:C fire extinguishéied with Halon 1211 or Halon 1301.

(b) Prohibited Extinguishers. Fire extinguishesghg any carbon tetrachloride,
chlorboromomethane, or methyl bromide as extingaiglaigents shall not be carried for use in or
about any vehicle.

(c) Exceptions. This section shall not apply thigkes (except school buses, SPABS, youth
buses, farm labor vehicles, and GPPVs) operatedlysoelthin a 5-mile radius of one or
adjoining municipalities, vehicles subject to mogstrictive provisions in this title or other code,
or vehicles in any “driveaway-towaway operation’dagined in Section 303 of the Vehicle
Code.

(d) Securement. Each fire extinguisher shall loengty mounted to prevent sliding, rolling, or
vertical movement relative to the motor vehicleioonspicuous place or located so it is readily
accessible for use.

(e) Maintenance. Each fire extinguisher shall lzéntained in efficient operating condition and
equipped with some means of determining if it is/faharged.

() School Bus Fire Extinguishers. In additiortie other requirements of this section, school
buses shall be equipped with one or two extingusshaving an aggregate rating of not less than
8B:C units, provided each extinguisher is ratedadtless than 4B:C. A wheelchair school bus
shall be equipped with two extinguishers, eachrated at not less than 8B:C; one to be placed
in the driver's compartment and the other at theeMhair loading door or emergency exit.

(1) School bus fire extinguishers shall be inspbeted serviced only by a person, firm, or
organization authorized to do so by the State Miaeshal.

(2) Inspection or servicing shall be done at yeargrvals or at intervals prescribed in
regulations adopted by the State Fire Marshal, méver intervals are shorter.

(a) Modified Limousines.A modified limousine shall be equipped with at letag readily
accessible and fully charged fire extinguishersrat least a 2A10BC 5 pound rating and
maintained in efficient operating condition. Oire £xtinguisher shall be securely mounted in
the driver’'s compartment and at least one shadidoeirely mounted in the passenger
compartment, as those terms are defined in Setfiéii.1. Fire extinguishers mounted in these
locations shall be readily accessible to the pagssnwithin the design of the vehicle while the
vehicle is in motion. Fire extinguishers locatedhe vehicle trunk, a baggage compartment, or
other location which is separated from the passetm@partment by a seat back, partition, or
other impediment are not deemed readily acceskilitee passengers within the design of the
vehicle while the vehicle is in motion.

(1) A fire extinguisher maintained in efficient ggéng condition is one which is approved and
labeled pursuant to subsection (a) of this seci®ofully charged, undamaged, and can be readily
operated by a modified limousine passenger dunngnmaergency without the use of additional
tools or equipment.

(2) A fire extinguisher mounted within an unlockammpartment located wholly within the
modified limousine’s passenger compartment whichlimopened and provide ready access to
the fire extinguisher without the use of any toobther device, shall be deemed readily




accessible to a passenger when the compartmemtrkechin a manner which easily identifies
the mounting location of the fire extinquisher fispengers in the passenger compartment.

Note: Authority cited: Sections 31401, 34501, 345034501.8 and 34508, Vehicle Code; and
Section 39831, Education Code. Reference: Sec#®d62, 31401, 34501, 34501.5, 34501.8
and 34508, Vehicle Code; and Section 39831, Edut&bde.

8 1267.1. Door L ocations on Modified L imousines.

As required by Vehicle Code Section 27375, modifiswusines shall be equipped with at least
two doors allowing unobstructed ingress and edress the passenger compartment. For the
purposes of this section a lower seat cushion sloalbe considered an obstruction; however,
any seat back or other component of a seat shalbis&dered to obstruct ingress or egress.

(a) Forward passenger compartment door. This sloali be located as close as practical and to
the rear of the B-pillar closest to the A-pillartwn the design of the vehicle, notwithstanding
interior passenger seating and comfort installati@md without compromising structural
integrity of the vehicle.

(1) An additional door is required on one sidelaf vehicle if the distance between the rearmost
opening of the driver door and the foremost opewintipe rear passenger door on the same side
is equal to or greater than two times the widtthefrearmost door when measured from the
exterior of the vehicle at the widest point of to®r.

(2) A door which is located on either side of tlehicle within the passenger compartment shall
be deemed to meet the requirements of subsecliavh@n the distance between the rearmost
opening of the driver compartment door and thenfmrgt opening of the rear passenger
compartment door on the same side is less thatiwes the width of the rearmost door when
measured from the exterior of the vehicle at th@esi point of the door.

(3) The forward passenger compartment door shaiblb&maller than any other door on the
vehicle when measured from the exterior of the elehat the widest point of the door and shall
be at least as high as the highest door on theleehi

(b) Rear passenger compartment door. One dodrishbicated on the opposite side of the
vehicle from the door(s) required by subsectiontajhe rear of the B-pillar, and as close as
practical to the rearmost pillar within the desafrthe vehicle, notwithstanding interior
passenger seating and comfort installations, attltowi compromising structural integrity of the
vehicle.

(c) If there is unobstructed access between tiveddompartment and the passenger
compartment the right side door immediately adjatethe driver will be deemed to meet the
forward door requirement of subsection (a). A i@lourtain or other similar partition device
separating the passenger and driver compartmeritt wan be readily and easily moved aside
by a passenger in an emergency shall not be deentedan obstruction.

(1) The width of the unobstructed opening betwédenpassenger compartment and the driver
compartment shall be no smaller than the widtthefdoor permitting egress from the vehicle
measured from the exterior of the vehicle at théesi point of the door.

(d) Doors required in subsections (a) and (b) dimlbcated at least one on the driver side and
one on the passenger side of the vehicle.

(e) Doors required in subsection (a) and (b) shtadill times be unobstructed by temporary
installations of passenger comfort amenities ssdoad and beverage service-related items,




passenger luggage or personal items, and as aulithrtbis section. Doors shall have the ability
to be opened by any passenger from the insidecofehicle without the use of any tools or
equipment.

(f) Doors required by this section shall complyiwitederal Motor Vehicle Safety Standards in
effect at the time of vehicle modification.

(q) For the purposes of this article the followmhgfinitions shall apply:

(1) A-pillar. Any pillar that is entirely forwardf@ transverse vertical plane at the rear of the
driver's seat back rest with the seat adjustetstioremost position and the back rest adjusted to
its most vertical position.

(2) B-pillar. Any pillar on each side of the velddhat is, in whole or in part, rearward of a
transverse vertical plane at the rear of the devazat back rest with the seat adjusted to its
foremost position and the back rest adjusted tmdst vertical position, unless there is only one
pillar rearward of that plane and it is also a meast pillar, or there is a doorframe rearward of
the A-pillar and forward of any other pillar or re@ost pillar.

(3) Driver compartment. The area forward of a tvanse vertical plane at the rear of the driver’'s
seat back rest with the seat adjusted to its restrpusition and the back rest adjusted to its most
vertical position. When separated from the passecm@partment by a partition, the driver
compartment is the area forward of the partitiearward of the vehicle firewall. The driver
compartment shall contain not more than the disest and one additional seating position or a
bench seat spanning the width of the vehicle.

(4) Passenger compartment. The area to the réhe afriver compartment designed for the
transportation of passengers. When separated frierdriver compartment by a patrtition, the
passenger compartment is the area to the reae giatition and designed for passenger
transportation.

(5) Pillar. Any structure, excluding glazing an& tertical portion of door window frames, but
including accompanying moldings, attached compansuth as safety belt anchorages and coat
hooks, which supports either a roof or any othercstire that is above the driver's head, or is
located along the side edge of a window.

Note: Authority cited: Sections 27375, and 3450hidlke Code. Reference: Sections 27375, and
34501 Vehicle Code.

§ 1268. Emergency Exits.

Buses (except school buses and buses operated leptarcement agencies to transport
prisoners) and all farm labor vehicles shall beigoed with emergency exits as follows:

(a) September 1, 1973, and Later--Every Type Inbaisufactured on or after September 1,
1973, shall comply with the Federal Motor Vehictar®lard 217 applicable at the time of
manufacture.

(b) Before September 1973--Every Type 1 bus mahufad before September 1, 1973, shall be
equipped with at least one of the following:

(1) An emergency door on the left side to the oddhe driver's seat

(2) An emergency door at the rear center of the bus

(3) Escape windows of the push-out type

(c) Type 2 Bus--Every Type 2 bus shall be equippid at least one emergency door or push-
out escape window either at the rear of the busaach side, to the rear of the driver's seat.



(d) Federal Standard--Buses equipped with emergexity conforming to FMVSS 217 are
deemed in compliance with this section.

(e) Exemption--Any bus in service within singleamjoining municipalities or business or
residential districts adjacent to and commercipdyt of such municipalities is exempt from
emergency exit requirements when equipped withoa dext to each passenger seat or (in
addition to the front entrance) an exit door thaat be easily opened by a passenger in an
emergency. Open air type buses shall be deemeaampl@nce with this subsection if the side
enclosures do not exceed 50 in. in height meadwedthe vehicle floor and the open area
meets the emergency exit size and location reqeinésrin FMVSS 217 for buses of 10,000
GVWR or less.

(f) Specifications for Emergency Doors--Every enggrgy door shall have:

(1) An opening from the floor to the top of the waw line or higher and at least 24 in. wide
(2) A latch that can be readily opened by a passeingan emergency

(3) On buses (other than farm labor vehicles) animgrdevice that is not directly connected with
any lighting circuit and will actuate, when the daounlatched, either an audible signal or an
easily seen red light on the instrument panel

(4) A sign reading “Emergency Door” on the interadreach emergency door or center exit door
used in lieu thereof, except that farm labor vedsighall have signs reading “Emergency Exit”
on the exterior and interior of emergency exitafea in English and the language of the
workers being transported

(g) Emergency Exit Locking Device. Every emergeagit locking device, including those
installed in a modified limousine, shall be desdjaad installed in such a manner that it cannot
move to a locked condition as a result of vehidbgation, vehicle movement or other
unintentional causes.

(h) Farm Labor Vehicle Emergency Exits--Every fdaior vehicle with side enclosures more
than 50 in. high, or with clearance of less thanm3®etween the upper edge of the side
enclosures and the top, or with vertical roof sufgpless than 30 in. apart shall have an
emergency exit remote from the entrance. Vehiaedarming with emergency exit
requirements of subsection (f) of this section ldb@ldeemed in compliance.

(1) Size of Door Opening. Farm labor vehicle emeoyeexit doors shall have an opening at
least 7 sq ft in area and 2 ft wide. They shalbperable from both the interior and exterior of
the vehicle. Single-panel hinged side doors sheahibged on the front edge.

(2) Aisle Space. Farm labor vehicle aisle spacé# bhaasufficient to permit rapid movement or
unloading of passengers in event of an emergenayo kevent, shall an aisle or other access to
any emergency exit be blocked by baggage or oth&roles.

Note: Authority cited: Sections 27375, 31401, 3488# 34501.5, Vehicle Code. Reference:
Sections 322, 27375, 31401, 34500, 34501 and 385Ughicle Code.

§ 1269. Side Windows As Emer gency EXxits.
Side windows used as emergency exits on buses (bt school buses and buses operated by

law enforcement agencies to transport passengaiddlbfarm labor vehicles shall have the
following:



(a) Type 1 Bus--On a Type 1 bus, an unobstructediog at least 173/4 x 13 in. The total
escape area shall be at least 67 sq in. for eatimgepace, including the driver's. At least 40%
of the escape areas shall be located on one sitie dlus.

(b) Type 2 Bus and Farm Labor Vehicle--On a Tygmi2 and any farm labor vehicle not a Type
1 bus, one or two openings, of at least 564 sqith, a minimum dimension of at least 12 in.

(2) In lieu of compliance with Section 1268(h)(&)farm labor vehicle less than 80 in. wide may
be equipped with not less than one sliding or pushescape window on each side of the
passenger compartment. Each window shall providenabstructed opening of not less than
173/4 x 13 in. and shall be constructed and latdetthat passengers can open it readily in an
emergency. The total escape areas shall equalsitdé sq in. for each seating space, and not
less than 40% of this escape area shall be locat@me side of the vehicle. This does not apply
to passenger(s) seated in the driver's compartsggrarated from the passenger compartment.
(2) Rear emergency windows that may be used indfiemergency exit doors shall provide an
unobstructed opening of not less than 6 sq ft amihéamum width of 16 in.

(3) All push out windows shall have instructions éperation on the interior.

(c) Each modified limousine shall be equipped disvs:

(1) Except as provided in subparagraphs (A) anddBiodified limousine shall be equipped
with at least two push-out escape windows withenghssenger compartment. Each push-out
escape window shall provide an unobstructed opesfimgt less than 17 3/4 x 13 inches and
shall be constructed and latched so that passeogerspen it readily in an emergency without
the use of tools. The total escape areas shall aglemast 67 square inches for each seating
space, and not less than 40% of this escape aatdbeHocated on one side of the vehicle.
Passenger seating positions located in the drimapartment separated from the passenger
compartment by a partition are not required tonméuded in the minimum total escape area
calculation.

(A) When the design of the modified limousine puoelds the installation of a push-out escape
window on one side of the vehicle, a second pustestape window shall be mounted in the
roof of the passenger compartment. When opengibfernounted push-out escape exit shall
provide an unobstructed opening of not less thaB/4% 13 inches and shall be constructed and
latched so that passengers can open it readily angergency without the use of tools. The total
escape areas shall equal at least 67 square ifutemch passenger seating space.

(B) When the design of the modified limousine puees the installation of even one push-out
escape window on a side of the vehicle, a pustestape window shall be mounted in the roof
of the passenger compartment. When open, the roofited push-out escape exit shall provide
an unobstructed opening of not less than 17 3/ wmdhes and shall be constructed and latched
so that passengers can open it readily in an emeygeithout the use of tools. The total escape
area shall equal at least 67 square inches forg@adenger seating space.

(C) A determination the design of the vehicle pueels the installation of any push-out escape
window required by this section shall be made atebted to in writing by the entity certifying
compliance with the Federal Motor Vehicle Safetgretards or an independent engineering
firm.

(i) Motor carriers shall obtain and retain prooftieé design preclusion determination for the life
the vehicle is in their possession or control.

(i) The original written proof of the design praslon determination shall be given to the
purchasing or receiving party when the vehicleoisl §y or transferred from the possession of
the motor carrier.




(iii) A copy of the design preclusion certificatishall be retained for six months after the
vehicle leaves the motor carrier's possession ptrob

(iv) Proof of the design preclusion determinatibalsbe presented upon request and made
available for inspection by any authorized repré&st@re of the Department.

(2) All push-out escape exits shall have instrudifor operation on the interior of the window.
Instructions shall be visible to passengers withapassenger compartment and be maintained
in a condition which renders them legible in an gyeacy. Operation instructions may be
provided using universally recognizable symbolshsag arrows or other symbols, or other
means to easily convey the instructions to passsnge&n emergency.

(3) Installation of all push-out emergency exitalshe completed in a manner which ensures no
device or element of design, or any requiremertnyf Federal Motor Vehicle Safety Standard
applicable at the time of manufacture is removéshliled, or otherwise rendered inoperative or
ineffective.

(4) Subsection (c) shall apply to modified limowsmmodified on or after July 1, 2015.
Beginning January 1, 2018, the subsection shallaly to all modified limousines modified
prior to July 1, 2015.

Note: Authority-and-reference cited: Sections 27321501, 34501 and 34501.5, Vehicle Code.
Reference: Sections 27375, 31401, 34501 and 3450élficle Code.




